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 PHOTOS

 DOCUMENTS

BT-107     Rinçage du circuit
BT-108     Conversion R12 - R134a (RETROFIT)
BT-109     Fonctionnement du circuit de climatisation
BT-113     Réfrigérants avec traceur UV intégré
BT-918     Catalogue Accessoires de climatisation

 APPLICATIONS

 BMW
1 Series (04-11) (E81, E87) - 116d 116 ch 09.2004 > 
1 Series (04-11) (E81, E87) - 116i 115 ch 09.2004 > 

122 ch 09.2007 > 
122 ch 01.2009 > 

1 Series (04-11) (E81, E87) - 118d 122 ch 09.2004 > 
136 ch 03.2007 > 
143 ch 04.2007 > 

1 Series (04-11) (E81, E87) - 118i 129 ch 09.2004 > 
143 ch 04.2007 > 

1 Series (04-11) (E81, E87) - 120d 163 ch 09.2004 > 
177 ch 03.2007 > 

1 Series (04-11) (E81, E87) - 120i 150 ch 09.2004 > 
156 ch 03.2007 > 
163 ch 03.2007 > 
170 ch 04.2007 > 

1 Series (04-11) (E81, E87) - 123d 204 ch 10.2007 > 
1 Series (04-11) (E81, E87) - 130i 258 ch 03.2005 > 

265 ch 09.2005 > 
1 Series (04-11) Coupe (E82) - 120d 163 ch 10.2007 > 

177 ch 10.2007 > 
1 Series (04-11) Coupe (E82) - 120i 170 ch 09.2009 > 
1 Series (04-11) Coupe (E82) - 123d 204 ch 10.2007 > 
1 Series (04-11) Coupe (E82) - 125i 218 ch 10.2007 > 
1 Series (04-11) Coupe (E82) - 135i 306 ch 10.2007 > 
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 BMW
1 Series (04-11) Cabriolet (E88) - 118d 136 ch 09.2008 > 

143 ch 09.2008 > 
1 Series (04-11) Cabriolet (E88) - 118i 143 ch 03.2008 > 
1 Series (04-11) Cabriolet (E88) - 120d 163 ch 03.2008 > 

177 ch 03.2008 > 
1 Series (04-11) Cabriolet (E88) - 120i 163 ch 03.2008 > 

170 ch 03.2008 > 
1 Series (04-11) Cabriolet (E88) - 123d 204 ch 09.2008 > 
1 Series (04-11) Cabriolet (E88) - 125i 218 ch 03.2008 > 
1 Series (04-11) Cabriolet (E88) - 135i 306 ch 03.2008 > 
3 Series (05-12) (E90) - 318d 122 ch 09.2005 > 

143 ch 09.2005 > 
3 Series (05-12) (E90) - 318i 129 ch 09.2005 > 03.2007

143 ch 09.2007 > 
3 Series (05-12) (E90) - 320si 173 ch 05.2006 > 
3 Series (05-12) (E90) - 320d 150 ch 09.2005 > 

163 ch 01.2005 > 
177 ch 09.2007 > 
184 ch 01.2010 > 

3 Series (05-12) (E90) - 320d xDrive 177 ch 09.2008 > 
184 ch 01.2010 > 

3 Series (05-12) (E90) - 320i 150 ch 01.2005 > 03.2007
170 ch 09.2007 > 

3 Series (05-12) (E90) - 320xd 177 ch 09.2007 > 
3 Series (05-12) (E90) - 325d 197 ch 09.2006 > 

204 ch 01.2010 > 
3 Series (05-12) (E90) - 325i 218 ch 01.2005 > 
3 Series (05-12) (E90) - 325xi 218 ch 01.2005 > 
3 Series (05-12) (E90) - 330d 231 ch 09.2005 > 
3 Series (05-12) (E90) - 330i 258 ch 01.2005 > 

272 ch 09.2007 > 
3 Series (05-12) (E90) - 330i xDrive 272 ch 09.2008 > 
3 Series (05-12) (E90) - 330xd 231 ch 09.2005 > 
3 Series (05-12) (E90) - 330xi 258 ch 01.2005 > 

272 ch 09.2007 > 
3 Series (05-12) (E90) - 335d 286 ch 09.2006 > 
3 Series (05-12) (E90) - 335i 306 ch 09.2006 > 
3 Series (05-12) (E90) - 335i xDrive 306 ch 09.2008 > 
3 Series (05-12) (E90) - 335xi 306 ch 09.2007 > 
3 Series (05-12) Break/Touring (E91) - 318d 122 ch 09.2005 > 

143 ch 09.2007 > 
3 Series (05-12) Break/Touring (E91) - 318i 129 ch 01.2006 > 

143 ch 09.2007 > 
3 Series (05-12) Break/Touring (E91) - 320d 150 ch 09.2005 > 

163 ch 09.2005 > 
177 ch 09.2007 > 
184 ch 01.2010 > 

3 Series (05-12) Break/Touring (E91) - 320d xDrive 177 ch 09.2008 > 
184 ch 01.2010 > 

3 Series (05-12) Break/Touring (E91) - 320i 150 ch 09.2005 > 
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 BMW
(suite) 3 Series (05-12) Break/Touring (E91) - 320i 170 ch 09.2007 > 
3 Series (05-12) Break/Touring (E91) - 320xd 177 ch 09.2007 > 
3 Series (05-12) Break/Touring (E91) - 325d 197 ch 09.2006 > 
3 Series (05-12) Break/Touring (E91) - 325i 218 ch 09.2005 > 
3 Series (05-12) Break/Touring (E91) - 325xi 218 ch 09.2005 > 
3 Series (05-12) Break/Touring (E91) - 330d 231 ch 09.2005 > 
3 Series (05-12) Break/Touring (E91) - 330i 258 ch 09.2005 > 

272 ch 09.2007 > 
3 Series (05-12) Break/Touring (E91) - 330i xDrive 272 ch 09.2008 > 
3 Series (05-12) Break/Touring (E91) - 330xd 231 ch 09.2005 > 
3 Series (05-12) Break/Touring (E91) - 330xi 258 ch 09.2005 > 

272 ch 09.2007 > 
3 Series (05-12) Break/Touring (E91) - 335d 286 ch 09.2006 > 
3 Series (05-12) Break/Touring (E91) - 335i 306 ch 09.2006 > 
3 Series (05-12) Break/Touring (E91) - 335i xDrive 306 ch 09.2008 > 
3 Series (05-12) Break/Touring (E91) - 335xi 306 ch 09.2007 > 
3 Series (05-12) Coupé (E92) - 320d 177 ch 03.2007 > 
3 Series (05-12) Coupé (E92) - 320d xDrive 184 ch 01.2010 > 
3 Series (05-12) Coupé (E92) - 320d 184 ch 01.2010 > 
3 Series (05-12) Coupé (E92) - 320d xDrive 177 ch 09.2008 > 
3 Series (05-12) Coupé (E92) - 320i 170 ch 03.2007 > 
3 Series (05-12) Coupé (E92) - 320xd 177 ch 03.2007 > 
3 Series (05-12) Coupé (E92) - 325d 197 ch 03.2007 > 
3 Series (05-12) Coupé (E92) - 325i 218 ch 09.2006 > 
3 Series (05-12) Coupé (E92) - 325xi 218 ch 09.2006 > 
3 Series (05-12) Coupé (E92) - 330d 231 ch 09.2006 > 

245 ch 01.2009 > 
3 Series (05-12) Coupé (E92) - 330d xDrive 245 ch 01.2009 > 
3 Series (05-12) Coupé (E92) - 330i 258 ch 09.2006 > 

272 ch 09.2006 > 
3 Series (05-12) Coupé (E92) - 330i xDrive 272 ch 09.2008 > 
3 Series (05-12) Coupé (E92) - 330xd 231 ch 09.2006 > 

245 ch 01.2009 > 
3 Series (05-12) Coupé (E92) - 330xi 258 ch 09.2006 > 

272 ch 09.2006 > 
3 Series (05-12) Coupé (E92) - 335d 286 ch 09.2006 > 
3 Series (05-12) Coupé (E92) - 335i 306 ch 09.2006 > 
3 Series (05-12) Coupé (E92) - 335i xDrive 306 ch 09.2008 > 
3 Series (05-12) Coupé (E92) - 335xi 306 ch 09.2006 > 
3 Series (05-12) Coupé (E92) - M3 420 ch 03.2007 > 
3 Series (05-12) Cabriolet (E93) - 320d 177 ch 03.2007 > 
3 Series (05-12) Cabriolet (E93) - 320i 149 ch 03.2007 > 08.2007

170 ch 03.2007 > 
3 Series (05-12) Cabriolet (E93) - 325d 197 ch 03.2007 > 
3 Series (05-12) Cabriolet (E93) - 325i 218 ch 03.2007 > 

218 ch 03.2007 > 
3 Series (05-12) Cabriolet (E93) - 330d 231 ch 03.2007 > 

245 ch 01.2009 > 
3 Series (05-12) Cabriolet (E93) - 330i 258 ch 03.2007 > 

272 ch 03.2007 > 
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 BMW
3 Series (05-12) Cabriolet (E93) - 335i 306 ch 03.2007 > 
X1 (09-15) (E84) - 18d sDrive 143 ch 10.2009 > 
X1 (09-15) (E84) - 18d xDrive 143 ch 10.2009 > 
X5 (99-06) (E53) - 3.0d 184 ch 05.2001 > 

218 ch 12.2003 > 
X5 (99-06) (E53) - 3.0i 222 ch 05.2000 > 

231 ch 05.2000 > 
X5 (99-06) (E53) - 4.4i 286 ch 05.2000 > 

320 ch 12.2003 > 
X5 (99-06) (E53) - 4.6is 347 ch 02.2002 > 
X5 (99-06) (E53) - 4.8is 360 ch 04.2004 > 

Avant montage, comparez la pièce reçue à celle d'origine afin de vérifier que la bonne pièce a été choisie et
peut être montée sur le véhicule. Le non-respect de cette consigne ou des instructions de montage annule la garantie.


