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Schmierstoffliste TE-ML 08 

Mechanische Lenkungen  

für PKW, NKW und Arbeitsmaschinen 
 

Sofern vom Fahrzeughersteller nicht anders vorgeschrieben, sind folgende Schmierstoffe zugelassen: 

 

Produktgruppe Zugelassene Schmierstoffe für die Service-Befüllung 

Lenkzwischengetriebe Getriebeöle nach Spezifikation 
API GL-4, MIL-L-2105 
SAE Klasse 75W-80 / 75W-85 / 75W-90 / 80W / 80W-85 / 80W-90 
→ ohne Auflistung 

Getriebeöle nach Spezifikation 
API GL-5, MIL-L-2105D, MIL-PRF-2105E, SAE J 3260 
SAE Klasse 75W-90 / 75W-110 / 75W-140 / 80W-90 / 80W-110 / 80W-140 / 
85W-90 / 85W-110 / 85W-140 / 90 
→ ohne Auflistung 

 

 

Es dürfen nachträglich keine Zusatzmittel zum Öl hinzugefügt werden. Für Schäden, die aus verwendeten 

Zusatzmitteln resultieren, besteht keinerlei Haftung von Robert Bosch Automotive Steering GmbH. 

 

 

  

Die Schmierstoffliste TE-ML 08, Ausgabe 19.07.2022 ersetzt alle früheren Ausgaben. Die jeweils 

aktuelle Liste kann im Internet unter 

http://emea.resource.bosch.com/AA/internet/enfinity/img/products/KS00001945SI0000COB200.pdf 

eingesehen werden. 
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List of lubricants TE-ML 08 

Steering systems (not power assisted) 

for cars, commercial vehicles and off-road vehicles 
 

Unless otherwise specified by vehicle manufacturer, following lubricants are approved: 

 

Product group Approved lubricants for service fills 

Intermediate steering drives Gear oils according to specification 
API GL-4, MIL-L-2105 
SAE grade 75W-80 / 75W-85 / 75W-90 / 80W / 80W-85 / 80W-90 
→ without listing 

Gear oils according to specification 
API GL-5, MIL-L-2105D, MIL-PRF-2105E, SAE J 3260 
SAE grade 75W-90 / 75W-110 / 75W-140 / 80W-90 / 80W-110 / 80W-140 / 
85W-90 / 85W-110 / 85W-140 / 90 
→ without listing 

 

 

It is not allowed to add additives later to the oil. No liability of any kind will be accepted by Robert Bosch Automotive 

Steering GmbH for any damages resulting from using additives. 

 

 

  

The list of lubricants TE-ML 08, edition 7/19/2022 replaces all previous editions. The current list can be 

accessed on the internet under 

http://emea.resource.bosch.com/AA/internet/enfinity/img/products/KS00001945SI0000COB200.pdf. 
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